CHERRY HILLS VILLAGE PUBLIC WORKS

OZ Architecture

PROGRAM FOR SINGLE SITE

Year 2005 2013 Notes
BUILDING SF Qnty total % [SF  Qnty total %
Repair Bays
High Work Bay 490 8 3,920 800 8 6,400 45 x 16' bays + end space; 14' doors
subtotal 3,920 49% 6,400 66%
Support
Workspace/tools 1000 1 1,000 250 2 500 welding , work tables
Tool Crib 200 1 200
Woodshop/Sign sto 250 1 250
Gen sto 250 1 250 250 1 250
Fluids Rm 120 1 120
Mud Rm 50 1 50 50 1 50
16 lkr 2x2; 2 WC; 1 ur; 1 shr; coat
Mens Locker 265 1 265 265 1 265 boot sto
4 |kr, 2 full 2 1/2ht: 1 WC; 1 Shr;
Womens Locker 195 1 195 195 1 195 coat bt sto
subtotal 1,760 22% 1,830 19%
Offices
Director office 165 1 165 165 1 165
Crew Chief 80 1 80 80 2 160
Shared worksp 60 4 240 60 4 240
Conf 150 1 150 250 1 250 14 occ
Parks & Trails Off 120 1 120 120 1 120
Gen Sto 100 1 100 100 1 100
Break 400 1 400 400 1 400 20 -25 occ
Visitor Tlt 45 1 45 45 1 45
Boiler 80 1 80 1 0
Elect 80 1 80 1 0
Teleco 10 1 10 1 0
IC 100 1 100 1 0
subtotal 1,570 20% 1,480 15%
bldg Subtotal 7,250 9,710
Multiplier 0.1 725 0.15 1,457
Total 7,975 11,167
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CHERRY HILLS VILLAGE PUBLIC WORKS

OZ Architecture

PROGRAM FOR SINGLE SITE

Year 2005 2013 Notes
SITE SF Qnty total SF % |SF Qnty total SF | % Notes
Wash Bay 800 1 800 900 1 900 23 x40
Misc 23,200 1 23,200 0
Fueling 1200 1 1,200 6000 gal unlead; 4000 diesel 2 disp.
200 tns Rd base; 650 tns spoils; 800
Covered Bins 2000 4 8,000 * tons microseal= 2000cy; 8' tall bins
Slice 1500 1 1,500 600 tns 40' dia
Mag Cl w/ containment 225 1 225 6000 gal 9' dia
Metal & wood storage 160 2 320
Outdoor Break 300 1 300
Covered Truck Park 490 8 3,920 Spaces 14 x35
Employeee Parking 180 15 2,700 Spaces 9 x20
Mower small equip storage 300 1 300
Misc Storage 800 1 800
HAZ Storage Shed 180 2 360
Pickup Truck parking 200 5 1,000 Spaces 10 x20
subtotal 24,000 21,525 20%
Site Circulation 2.00 43,050 41%
Subtotal 24,000 64,575
neighborhood buffer 0.33 21,310 20% 20' buffer all sides
Subtotal 85,885
Contingency 0.1 8,588
Site Total 24,000 94,473
Site and Building 31,975 105,640
acres 0.73 2.42
* Bin calculations
200 tons of road base = 133 CY 20 x25 500
650 tons of spoils = 1333CY 3) @30 x40 3600
800 tons of micro seal = 533CY 50 x40 2000
misc landscape 300CY 30 x40 1200
1 CY = 4 SF of 8'tall bin 7300
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CHERRY HILLS VILLAGE PUBLIC WORKS

OZ Architecture

PROGRAM FOR SPLIT SITE

Location Meade Lane & Quincy Hampden & Lafeyette
SITE SF Qnty total SF % |SF  |Qnty total SF % Notes
Wash Bay 900 1 900 23 x40
Fueling 1200 1 1,200 6000 gal unlead; 4000 diesel 2 disp.
200 tns Rd base; 650 tns spoils; 800
Covered/uncovered Bins * tons microseal= 2000cy; 8' tall bins
wood chips 200 1 200 400 1 400
topsoil 200 1 200 400 1 400
crusher fines 200 1 200 1600 1 1,600 open storage
spoils/trash 400 1 400 3000 1 3,000 open storage
road base 200 1 200 400 1 400
misc 200 1 200 400 1 400
Slice 1500 1 1,500 600 tns 40' dia
Mag Cl w/ containment 225 1 225 6000 gal 9' dia
Metal & wood storage 160 1 160 160 1 160
Outdoor Break 300 1 300
Spaces 14 x35 uncovered @
Covered Truck Park 490 8 3,920 490 1 490 Hampden
Employeee Parking 180 15 2,700 180 2 360 Spaces 9 x20
Mower small equip stor 300 1 300 300 1 300 swap w/ plow blades
Misc Storage 800 0.5 400 800 1 800 some overlap
HAZ Storage Shed 180 2 360
Pickup Truck parking 200 5 1,000 200 2 400 Spaces 10 x20
Site subtotal 14,365 8,710 8%
Site Circulation 2.00 28,730 2.00 17,420| 16%
Main Building 11,167
Subtotal 54,262 26,130
Neighborhood Buffer 0.33 17,906 0.33 8,623 8% 20' buffer all sides
Subtotal 72,168 34,753
Contingency 0.1 7,217 0.2 6,951
Site and Building 79,385 41,703
acres 1.82 0.96
* Bin calculations
200 tons of road base = 133 CY 500
650 tons of spoils = 1333CY 20 x25 3600
800 tons of micro seal = 533CY 3) @30 x40 2000
misc landscape 300CY 50 x 40 1200
1 CY = 4 SF of 8'tall bin 30 x40 7300
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